
 Frequency Response 
-6dB …….    

  Low-Cut recommended      -10dB(f b) 

 
46 Hz – 250 Hz 
41 Hz 

  Sensitivity 
(dB SPL, 1 Watt @1m) 

97 dB   

Impedance 8 Ohm 

Power Handling 
(AES Standard) 

1000 Watt 

Calculated Maximum Output 
(dB SPL @1m) 

132 peak / 126 long term  

Dimensions 
Height 
Width  
Depth 

 
60,0 cm  
60,0 cm 
58,0 cm 

Weight 48 kg 

 
Additional Data 

 

Connectors 2 x Neutrik NL4 Speakon  
on back side 

Enclosure 15 ply birch plywood 

Finish Textured black paint 2k 

Grill Vinyl coated steel, black 

Acoustic Front Foam Black 

 Top Hat steel  

Music-Style Michael Ritterbusch (Dipl.Wi.-Ing.), Descostr.14, 76307 Karlsbad
Tel: 07248/927831  Fax: 07248/927832  e-mail: info@ritterbusch-audio.de

Ritterbus ch S18
Sub-Bass System

The dedicated sub woofe r system with an 
18-inch transducer in a compact vented 
rec tangular enclosur e.
Ava ilable in a porta ble  version with 4 
handles and Top Hat steel. 
For  use with all Ritterbusch Speaker-
Systems to give them more power 
in the lower octa ves.
By using 4 or more S18 in one stack, 
Low-cut can be lowered to 36Hz.

Option: 
4 swivel castors and transport cover.


